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KSDT-306 
Fiber Optic Splice Closure  
 

  
  

  KSDT-306A KSDT-306B 
Features 
 

• May be used for cut, uncut and taut sheath applications 
• May be used for all fiber optic cable 
• Sheath retention & central strength member termination system included 
• Ribbed closure construction-lightweight plastic offers strength and resistance to chemical and 

U.V attack 
• Installation and reentry with a minimum of tools Mechanical sealing way, re-enterable and 

reusable All hardware are captive 
• IP68 protection 
• Closure can be flash tested ROHS compliance 

 

Application 
Watertight, Underground, Aerial, Vault and Wall Mountable 
 

Specifications 
 

Model No Splice 
Tray 

Spliced fiber 
storage capacity 
(single fusion) 

Size (mm) 
Height x 
diameter 

Cable ports Max. diameter of 
cable (mm) 

KSDT-306A 
Tray 204A 
Capacity: 
24 splices 

144 splices 
(6x24 splices) 450 mm x 

230  mm 
1 large  port + 
4 round ports 

1 large round port  
(for 1 loop cable with 
max dia 16 mm) 
+ 4 round ports, each 
port for 1 cable with 
max dia 17.5 mm 

KSDT-306B 
Tray 204B 
Capacity: 
24 splices 

144 splices 
(6x24 splices) 

 
Ordering code:  

 
 
 
 
 
 
 
 
 
 
 

 
 

KSDT - 306X - X - X 
       
  Type of tray  Numbers of trays  Number of fibers 
  A = 204A  1 x 24  24 
  B = 204B  2 x 24  48 
    3 x 24  72 
    4 x 24  96 
    5 x 24  120 
    6 x 24  144 
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Standard accessories: 
• Blank insert 
• Soft grommet 

Blank insert Soft grommet 

 

 

 
Optional accessories: 

• Air valve 
• Grounding device 
• Hanging hook 
• Wall mounting kit GB03 

o 1 plastic part  
o 2 plastic expansion screws 
o 2 metal screws  
o 2 stainless steel screws. 

• Wall mounting kit GB04, GB05 
• Pole mounting kit  BZ01 

o plastic part  
o 2 stainless steel clamps 

• Pole mounting kit  BZ02 – full metal 

GB03 - Wall mounting kit GB04 – Wall mounting kit GB05 - Wall mounting kit 

   
   

BZ01 - Pole mounting kit BZ02 - Pole mounting kit  

  

 

 
 


